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*PORTLAND CEMENT CONCRETE EXISTING PCC PAVEMENT AND WIDENING
RS, 6" COORD
%zﬁh:igg%“ ETaRDINTEL EXISTING BITUMINOUS CONCRETE SURFACE COURSE %ISBTEINRGE JéCEDur(qggsR?wngw (T;%ERETE GUTTER,
* 1/, PRE NT FILLER BITUMINOUS SURFACE REMOVAL (VARIABLE DEPTH) aPI{:M%C{,iT'_)OF RETAINING WALL
2 FORMED JOI L LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N70 (3/4%) EHISTING MODULAR RETAINING WALL SUB-BASE GRANULAR MATERIAL, TYPE C
PROPOSED RETAINING WALL SYSTEM EXISTING PIPE UNDERDRAIN EXISTING MODULAR RET/
SYSTEM (TO BE REMOVED) O O T S aREASE COURSE, BITUMINOUS SHOULDERS SUPERPAVE, 8"
EXISTING TYPE A GUTTER (TO BE REMOVED)
PROPOSED PIPE UNDERDRAIN,
FABRIC LINED TRENCH, 6 EXISTING BITUMINOUS SHOULDER, 6” TO BE REMOVED
BITUMINOUS BASE COURSE SUPERPAVE, 113" PROPOSED TYPICAL SECTION @
SUB-BASE GRANULAR MATERIAL, TYPE A, 6" STA. 10254+50.00 TO STA. 1034+00.00 (LT) STRUCTURAL DESIGN INFORMATION

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
* STA. 1026+06.00 TO STA. 1033+86.00

STA. 1027+50.00 TO STA. 1034+00.00 (RT)
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STRUCTURAL DESIGN TRAFFIC. YEAR 2014 ADT =
PV = 92.9% SU = 3.04 M 4.17%
ROAD/STREET CLASSIFICATION

17,870
CLASS 1

PERCENT STRUCTURAL DEg}GN TRAFFIC IN DESIGN LANE

P = 580Z S = 507Z M

MINIMUM SOIL SUPPORT -

TRAFFIC FACTOR Tp= 3
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AGGREGATE SHOULDERS, TYPE B, 6"

BITUMINOUS SHOULDERS SUPERPAVE, 8

SUB-BASE GRANULAR MATERIAL, TYPE C

SEE GENERAL NOTES
FOR_UNDERCUTTING AT
WIDENING (TYP)

EXISTING AGGREGATE SHOULDER,
D (COST INCLUDED

6" T0 BE REMOVE
IN COST OF EARTHWORK)

e \J
\7 EXISTING PCC PAVEMENT AND WIDENING o
EXISTING BITUMINOUS CONCRETE SURFACE COURSE
~BITUMINOUS SURFACE REMOVAL (VARIABLE DEPTH)
LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N70. (3/4") %

BITUMINOUS CONCRETE SURFA(%E COURSE,

SUPERPAVE, MIX "D”, NTO (
PROPOSED TYPICAL SECTION
STA. 1034+00.00 TO STA. 1039+00.00
STA. 39+00.00 TO STA. 40+10.00

« STA. 39+00.00 TO STA. 40+10.00 USES LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N90 (3/4“)
AND POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX D, NSO (
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\SUB-BASE GRANULAR MATERIAL, TYPE A, 6"

BITUMINOUS BASE COURSE SUPERPAVE, 11¥4"

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
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DRAWN BY MLO
CHECKED BY SJK

BLANK, WESSELINK, COOK & ASSOCIATES

ENGINEERS - CONSULTANTS

DECATUR, ILLINOIS

F.AP. 774 (IL 32/33) SEC 107 WRS-1,

107BY,

107

BY-1 & 107B-2

EFFINGHAM COUNTY




